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IMPORTANT SAFETY INFORMATION

INTENDED USE

NEVER

PERSONAL PROTECTIVE EQUIPMENT @

BEFORE

NEVER

SAFETY DECALS

A WwARNING

* URE TO FOLLOW THESE RULES CAN CAUSE TRAILER TO DETACH WHILE TOWING AND
RESLLTINSENNSIN&JRYORDEATH
NOT EXCEED WEIGHT CAPACITY OF BALL OR LOAD LIMITS STAMPED ON COUPLER.
ALWAYSUSESAFETYCHAINS TOWING.
® ALWAYS CHECK THAT THE COUPLER HANDLE IS LOCKED BEFORE TOWING.
© ALWAYS USE THE CORRECT BALL SIZE THAT IS STAMPED ON COUPLER.
* ALWAYS ADJUST COUPLER LOCKING PRESSURE ON BALL BEFORE USE.
* CHECK COUPLER TIGHTNESS BEFORE TOWING AND AFTER TOWING 50 MILES.
® ALWAYS CHECK COUPLER AND BALL FOR DAMAGE BEFORE TOWING. REPLACE IF DAMAGED.
® AVOID SHARP TURNS AND STEEP VERTICAL ANGLES WHEN TOWING TO PREVENT DAMAGE
TO COUPLER OR ITS COMPONENTS.
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OPERATING INSTRUCTIONS

1) Before using, adjust coupler locking pressure on ball. Put handle in
locked pasition with ball in coupler. Tighten locknut against tension
spring so that coupler is firmly on ball. The proper adjustment allows
handie to be released with moderate pressure.

2) Pull up on coupler handle to open and place coupler over ball. When
ball is seated in bail socket pult back on handie {o locked position.

3)Ched(tamakewememple(sngrﬂmmbauawwwmfo150

miles. Always check for tightness before lowing and make sure handle
is in locked position.




IMPORTANT SAFETY INFORMATION

A WARNING

1. READ AND UNDERSTAND OPERATOR'S MANUAL
THOROUGHLY BEFORE OPERATION. FAILURE TO
DO SO MAY RESULT IN SERIOUS INJURY.

2. KEEP ALL SHIELDS IN PLACE.

3. KEEP HANDS, FEET AND CLOTHING AWAY FROM
POWER-DRIVEN PARTS.

4. ALWAYS WEAR SAFETY GLASSES AND SAFETY
SHOES DURING OPERATION.

5. ALWAYS OPERATE OUT-OF-DOORS WITH GOOD
VENTILATION.

6. ALWAYS STOP ENGINE AND REMOVE SPARK PLUG
WIRE BEFORE PERFORMING MAINTENANCE
OPERATIONS.

7. ALWAYS SHUT OFF ENGINE WHEN LEAVING LOG
SPLITTER UNATTENDED, EVEN FOR A SHORT
PERIOD OF TIME.

8. ONLY ONE PERSON SHOULD LOAD AND OPERATE
THE LOG SPLITTER. KEEP ALL OTHERS CLEAR
DURING OPERATION. NEVER ALLOW ONE PERSON
TO OPERATE VALVE WHILE ANOTHER IS POSITION-
ING THE LOG.

9. ALWAYS POSITION LOG WITH HANDS ON THE
SIDES OF LOG. KEEP HANDS CLEAR OF ENDS.

10. KEEP ALL CHILDREN AWAY FROM THE LOG
SPLITTER.

11. DO NOT STEP OVER THE LOG SPLITTER.

12. ONLY USE HANDS TO OPERATE THE CONTROL
VALVE.

13. DO NOT OPERATE THE LOG SPLITTER WHILE UN-
DER THE INFLUENCE OF ALCOHOL, DRUGS OR

MEDICATION.
14. ALWAYS OPERATE THE LOG SPLITTER ON LEVEL, f

DRY, NON-SLIPPERY SURFACES. KEEP OFF A_ WARNING
15. KEEP WORK AREA CLEAR OF SPLIT WOOD, DEBRIS E L

OR OTHER OBSTACLES. o ek s 45 ot g e
16. ALWAYS STAY IN THE OPERATOR ZONE WHEN log splitter. Loss of l;r-;.l'lt'l:: could regu.lt.q

USING THE LOG SPLITTER. at high speed DLE2-2-14
17. ALWAYS SPLIT WOOD IN THE DIRECTION OF THE

GRAIN ONLY.

18. DONOT ADD GASOLINE WHILE THE ENGINE IS HOT
OR RUNNING. ALLOW ALL SPILLED GAS TO
EVAPORATE BEFORE USING LOG SPLITTER. ®



IMPORTANT SAFETY INFORMATION

GENERAL SAFETY
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OPERATION OF THE LOG SPLITTER
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IMPORTANT SAFETY INFORMATION
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IMPORTANT SAFETY INFORMATION

HYDRAULIC SAFETY
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FIRE PREVENTION
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A IMPORTANT SAFETY INFORMATION

IMPORTANT NOTE:

TOWING SAFETY
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OPERATING INSTRUCTIONS
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PARTS BREAKDOWN FOR MODEL LS401105 LOG SPLITTER









——NOTES —

Model No. Serial No.

Date of Purchase Place of Purchase




SPECIFICATIONS

Engine 6.5 H.P. OHV
Pump Two-Stage, 11 gpm
Cylinder 3-1/2 in. Diameter x 18 in. Stroke
Valve Auto-Return
Maximum Splitting Force 15 Tons
Maximum Log Length 19 in.
Cycle Time 8 Seconds
Wheels 4.80 x 8 in. Road Tires
Wedge 6 in. High
Beam Size 4-1/2 in. X7 in.
Hydraulic Capacity 10 Quarts
Filter Replaceable
Height 36 in.
Length 65 in.
Width 45 in.
Weight 300 Ibs.




